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Professional Service Industries, Inc.
Michigan Testing Engineers Division

REPORT OF FIELD COMPACTION TESTS

22.4,)

TESTED FOR: BASF Wyandotte Corporation PROJECT: Clay Capping Project
Accounts Payable Riverview, Michigan
P.0. Box 250
Parsippany, New Jersey 07054

DATE. October 24, 1934 OUR REPORT NO.. 401-40092-34

TEST DATA:

oI el s oy
148 10-24-84 | 3rd 1ift| 4 *127.1 15.9 110.0 86.5 B.C.D
149 10-24-84 | 3rd 1ift| 4 *127.1 14.0 116.7 91.8 | A.C
150 10-24-84 3rd liftl 4 *127.1 | _14.4 121.5 95. 6 A
15] 10-24-84 | 3rd 1ift| 4 *1272.1 14.2 123.5 97.2 A

TEST LOCATION:

144 Retest #146 (6+90 @ 0+50) from 10-6-84.
149 Retest #143 (4+80 @ 0+40) from 10-6-84.
150 Station 3+50 @ 1+60.

Station 3+25 @ 2+50.

US EPA RECORDS CENTER REGION 5

NOTES: DENSITIES SHOWN: Lbs per cubic foot

WATER CONTENT" Per Cant of dry weight

PERCENT COMPACTION: Based on max:mum dry
density obtained on sample indicated by

soil 1D number

REMARKS: *p, .0\ ded by others.

Technician: B. Pinkerton

Respectfully submitted,

1 FILL MATERIAL A TESTRESULTS COMPLY WITH SPECIFICATIONS
2. BACKFILL B RECOMPACTION REQUIRED
S.gASECOURSE C TESTIS AFTER RECOMPACTION

4 SUBBASE ;

e SO CEMENT D. Mo1s§ure cqntents exceed

6 OTHER specifications

Professional Service Industries, Inc.

24355 Capitol Avenue

Detroit, MI 48239

L Phone: 313/255-4200
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Professional Service Industries, Inc.
Michigan Testing Engineers Division

REPORT OF FIELD COMPACTION TESTS

TESTED FOR: BASF Wyandotte Corporation PROJECT: Clay Capping Project
Accounts Payable Riverview, Michigan
P.0. Box 250
Parsippany, New Jersey 07054
**REVISED**
DATE: October 6, 1984 OURREPORTNO.:  401-40092-29 (Page 1 of 3)
TEST DATA:
' S B G o I T (- A R CR JJ-<0
132] 10-6-84 3rd lift 4 *27.1 11.6 117.1 92.1 A
133| 10-6-84 3rd lift 4 *27.1 11.7 119.9 94.3 A
134| 10-6-84 3rd lift 4 *27.1 10.9 123.7 97.3 A
135 10-0-84 3rd lift 4 *27.1 11.2 115.3 90.7 A
136/ 10-6-84 3rd 1ift 4 ¥27.1 11.6 111.8 87.9 B
137 10-6-84 3rd lift 4 #27.1 13.4 111.0 87.3 B8
TEST LOCATION:
132 | Station 5+20 @ 4+00
133 | Station 5+50 @ 3+30
134 ] Station 5+10 @ 2+40
135 Station 4+50 @ 2+50
136 Station 6+90 @ 0+53
137 | Station 4+80 @ 0+4)
NOTES: DENSITIES SHOWN: Lbs. per cubic foot 1. FILL MATERIAL A. TESTRESULTS COMPLY WITH SPECIFICATIONS
WATER CONTENT: Per Cenl! of dry weight 2. BACKFILL B. RECOMPACTION REQUIRED
PERCENT COMPACTION: Based on maximum dry 3. BASE COURSE C. TEST IS AFTER RECOMPACTION
density obtained on sample indicated by 4. SUBBASE
soil 1D number. g g?&E%EMENT

REMARKS:
*Provided by others

Respectfuily submitted,
Professional Service Industries, Inc.

24355 Capitol Avenue °

Detroit, MI 48239

Phone: 313/255-4200



- lps.' Professional Service Industries, Inc.

Michigan Testing Engineers Division

REPORT OF FIELD COMPACTION TESTS

TESTEDFOR:  BASF Wyandotte Corporation PROJECT: Clay Capping Project
Accounts Payable Riverview, Michigan
P.0. Box 250
Parsippany, New Jersey 07054

DATE: October 6, 1984 OURREPORTNO:  401-40092-29 (Page 2 of 3)
TEST DATA:
gl X I T | teme | e
138 10-6-84 2nd 1ift 4 *127.1 12.5 116.1 91.8 A,C
139/ 10-6-84 3rd 1ift 4 *127.1 14.9 118.9 93.5 A
140{ 10-6-84 3rd 1ift| 4 *127.1 11.7 112.7 88.6 B,C
e 1411 10-6-84 3rd lift| 4 *127.1 9.4 120.5 95.1 A
142| 10-6-84 3rd lift| 4 *127 1 1.3 117.7 92.6 A l
143] 10-6-84 3rd 1ift| 4 | *127.1 11.1 112.5 88.5 B.C ;
TEST LOCATION: '
138| Retest #130 from 10-5-84
139| Station 7+25 @ 0+15
{40| Retest #136
141{ Station 5+50 @ 0+60
142} Station 4+00 8 0+90
143| Retest #137
NOTES: DENSITIES SHOWN: Lbs. par cubic foot * 1. FILLMATERIAL A. TEST RESULTS COMPLY WITH SPECIFICATIONS
WATER CONTENT: Per Cent of dry weight 2. BACKFILL 8. RECOMPACTION REQUIRED
PERCENT COMPACTION: Elased on maximum dry 3. BASE COURSE C. TESTIS AFTER RECOMPACTION
density obtained on sample indicated by 4. SUBBASE
) soil ID number. g g(TD:-'I-ECREMENT
REMARKS: *Provided by others '
- Respectfully submitted,
Nt Professional Service Industries, Inc.

24355 Capitol Avenug L Detroit, MI 48239 ° Phone: 313/255-4200
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Professional Service Industries, Inc.
Michigan Testing Engineers Division

REPORT OF FIELD COMPACTION TESTS

TESTED FOR: BASF Wyandotte Corporation
Accounts Payab'e
P.0. Box 250

PROJECT:

Clay Capping Project

Riverview, Michigan

Parsippany, New Jersey 07054

DATE: October 6, 1984 OURREPORTNO-:  401-40092-29 (Page 3 of 3)
TEST DATA:
144 | 10-6-84 Brd Vift | 4 | *127.1 10.9 107.2 84.3 B
145 | 10-6-84 Brd 1ift | 3 | *127.1 10.6 115.3 90.7 A
146 | 10-6-84 Brd lift | 4 { *127.1 14.5 108.4 85.2 B,C
o 147 | 10-6-84 Brd 1ift | 4 | *127.1 10.8 117.7 92.0 A,C
TEST LOCATION:
144 | Station 4+20 @ 0+10
145 | Station 6+10 @ 0+15
146 | Retest #140
147 | Retest #144
.
NOTES:. DENSITIES SHOWN: Lbs. per cubic foot 1. FiLL MATERIAL A. TEST RESULTS COMPLY WITH SPECIFICATIONS
WATER CONTENT: Per Cent of dry weight 2. BACKFILL B. RECOMPACTION REQUIRED
PERCENT COMPACTION: 3ased on maximum dry 3. BASE COURSE C. TESTIS AFTER RECOMPACTION
density obtained on sample indicated by 4. SUBBASE
soil ID number. g g?&E%EMENT

REMARKS: *Provided by others

N’

Respectfully submitted,
Professional Service Industries, Inc.

24355 Capitol Avenue - L

Detroit, Ml 48239

Phone: 313/255-4200



17.4.)

>S4 Professional Service Industries, Inc.
” Michigan Testing Engineers Division

REPORT OF FIELD COMPACTION TESTS

TESTED FOR:  BASF Wyandotte Corporation’

Accounts Payakle
P.0. Box 250
Parsippany, New Jersey 07054

PROJECT: Clay Capping Project
Riverview, Michigan

DATE: October 5, 1984 OUR REFOAT NO.: 401-40092-28 (Page 1 of 2)
TEST DATA:
SLEV. MAXIMUM IN PLACE R
TS owre o gown | oy oM T (<
124 10-5-84 3rd 1ift 117.2 15.3 111.5 95.1 A
1268 10-5-84 3rd 1ift 117.2 14,2 111.3 94.9 A
124 10-5-84 3rd lift 117.2 22.3 103.6 88.4 8,D
S’ 12 10-5-84 3rd lift *127.1 10.9 120.0 94.4 A
129 10-5-84 3rd lift 117.2 18.9 108.4 92.5 A,C
TEST LOCATION:
129 Station 8+15 @ 5+10
124 Station 8+30 @ 3+60
124 Station 8+50 @ 0+50
124 Station 7425 @ 2+90
129 Retest #127
NOTES: DENSITIES SHOWN: Lbs per cubic foot * 1. FILL MATERIAL A. TEST RESULTS COMPLY WITH SPECIFICATIONS
WATER CONTENT: Per Cent of dry weight 2. BACKFILL B. RECOMPACTION REQUIRED
PERCENT COMPACTION: Based on maximum dry 3. BASE COURSE C. TESTIS AFTER RECOMPACTION
density obtained on sample indicated by 4. SUBBASE
soil 1D number. S. SOIL CEMENT
REMARKS:  90% compaction required 6. OTHER
' *Provided by others
Respectfully submitted,
e’ Professional Service Industries, Inc.
24355 Capitol Avenuz [ Detroit, M| 48239 L Phone: 313/255-4200
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- 2254 Professional Service Industries, Inc.
" Michigan Testing Engineers Division
REPORT OF FIELD COMPACTION TESTS
TESTED FOR:  BASF Wyandotte Corporation PROJECT: Clay Capping Project
Accounts Payable Riverview, Michigan
P.0. Box 250
Parsippany, New Jersey 07054
DATE: October 5, 1984 OUR REPORT NO.: 401-40092-28 (Page 2 of 2)
TEST DATA:
] MAXIMUM IN PLACE R
e DATE DEPTH = NUEER e cg:JE:r Dy copf;fg:;rc COMMENT
1300 10-5-84 2nd 1ift|4 *127.1 17.1 113.7 89.6 B,C
131 10-5-84 3rd Tift|l 117.2 16.0 112.6 96.1 A,C
L 4
TEST LOCATION:
1300 Retest #124 from 10-4-84
131 Retest #109 from 10-2-84
NOTES: DENSITIES SHOWN: Lbs. per cubic foot 1. FILL MATERIAL A. TEST RESULTS COMPLY WITH SPECIFICATIONS
WATER CONTENT: Per Cent of dry weight 2. BACKFILL B. RECOMPACTION REQUIRED
PERCENT COMPACTION: Based on maximum dry 3. BASE COURSE C. TESTIS AFTER RECOMPACTION
density obtained on sample indicated by 4. SUBBASE
soil ID number. 5. SOiIL CEMENT
REMARKS: *provided by others 6. OTHER
Respectfully submitted,
et Professional Service Industries, Inc.
24355 Capitol Avenue L Detroit, MI 48239 L Phone: 313/255-4200
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22542 Professional Service Industries, Inc.
” Michigan Testing Engineers Division

REPORT OF FIELD COMPACTION TESTS

TESTED FOR:  BASF Wyandotte Corporation PROJECT: Clay Capping Project
Accounts Payable Riverview, Michigan
P.0. Box 250
Parsippany, New Jersey 07054
DATE: October 4, 1984 OUR REPORT NO.: 401-40092-27 (Page 1 of 2)
TEST DATA:
] MAXIMUM a IN PLACE .
No. DATE DEPTH L NUMBER A oy CONTENT Ty COMPACTION COMMENT
118 10-4-84 3rd lift @ *127.1 8.7 120.0 94.4 A
119 10-4-84 2nd 1ift @ *127.1 10.9 120.0 94.4 A
120 10-4-84 3rd 1ift A *127.1 11.2 122.5 96.4 A
121 10-4-84 3rd Tift 4 *127.1 10.8 116.6 91.8 A
122 10-4-84 3rd lift *127.1 10.2 117.9 92.8 A
TEST LOCATION:
118 Station 6+00 @ 3+20
119] Station 6+40 @ 4+20
120| Station 5+50 @ 3+50
121 | Station 7+85 @ 1+60
122| Station 6+95 @ 1+40
NOTES: DENSITIES SHOWN: Lbs. per cubic foot * 1. FILLMATERIAL A. TEST RESULTS COMPLY WITH SPECIFICATIONS
WATER CONTENT: Per Cent of dry weight 2. BACKFILL B. RECOMPACTION REQUIRED
PERCENT COMPACTION: Based on maximum dry 3. BASE COURSE C. TESTIS AFTER RECOMPACTION
density obtained on sample indicated by 4. SUBBASE
soil ID number. 5. SOIL CEMENT
REMARKS:  90% compaction required 8. OTHER
*Provided by others
Respectfuily submitted,
Professional Service Industries, Inc.
24355 Capitol Avenue . Detroit, MI 48239 . Phone: 313/255-4200
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Professional Service Industries, Inc.
Michigan Testing Engineers Division

REPORT OF FIELD COMPACTION TESTS

TESTED FOR: BASF Wyandotte Corporation

Accounts Payable
P.0. Box 250

Parsippany, New Jersey 07054

PROJECT:

Clay
River

Capping Project
view, Michigan

DATE: October 4, 1984 OURREPORTNO.:  401-40092-27 (Page 2 of 2)
TEST DATA:
s E-EV. | gon MAXIMUM IN PLACE -
o DATE OEPTH NUVGER L oy conTENT A COMPAGTION COMMENT
123| 10-4-84 2nd 1ift 4 *127.1 11.1 116.0 91.3 A
124 | 10-4-84 2nd lift B %127.1 11.6 110.9 87.3 B8
TEST LOCATION:
123| Station 3+30 @ 2+20
124 | Station 3+85 @ 0+80
NOTES: DENSITIES SHOWN: Lbs. per cubic foot * 1. FILLMATERIAL A. TEST RESULTS COMPLY WITH SPECIFICATIONS
WATER CONTENT: Per Cent of dry weight 2. BACKFILL B. RECOMPACTION REQUIRED
PERCENT COMPACTION: Based on maximum dry 3. BASE COURSE C. TESTIS AFTER RECOMPACTION
density obtained on sample indicated by 4. SUBBASE
soil 1D number. 5. SOIL CEMENT
6. OTHER

REMARKS: *Supplied by others.

Respectfully submitted,
Professional Service Industriss, Inc.

24355 Capitol Avenue

Detroit, MI 48239

L Phone: 313/255-4200
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Professional Service Industries, Inc.
Michigan Testing Engineers Division

REPORT OF FIELD COMPACTION TESTS

TESTED FOR:  BASF Wyandotte Corporation PROJECT. Clay Capping Project
Accounts Payable Riverview, Michigan
P.0. Box 250
Parsippany, New Jersey 07054
DATE: October 3, 1984 OURREPORTNO-:  401-40092-26
TEST DATA:
. MAXIMUM IN PLACE -
o owTe Mgl v B Y Y oo | o S commEnT
113] 10-3-84 1st 1ift # *127.1 10.3 119.7 94,2 A
114] 10-3-84 1st lift *127.1 12.2 112.3 88.5 R
115] 10-3-84 2nd 1ift B *127.1 11.3 112.0 92.1 A
6] 10-3-84 2nd 1ift 4 *127.1 11.6 114.5 0.1 _A
1171 10-3-84 1st lift A8 *127.1 12.3 119.9 94.3 A
TEST LOCATION:
1131 Station 4+10 @ 2+80
114 | Station 4+50 @ 0+70
115] Station 5+70 @ 1+00
116 | Station 7+20 @ 1+25
117 | Retest #114
NOTES: DENSITIES SHOWN: Lbs per cubic foot 1. FILL MATERIAL A. TESTRESULTS COMPLY WITH SPECIFICATIONS
WATER CONTENT: Per Cent of dry weight 2. BACKFILL B. RECOMPACTION REQUIRED
PERCENT COMPACTION: Based on maximum dry 3. BASE COURSE C. TESTIS AFTER RECOMPACTION
density obtained on :ample indicated by 4. SUBBASE
soil ID number. 5. SOIL CEMENT
6. OTHER

REMARKS: * proyided by others

Respectfully submitted,
Professional Service Industries, Inc.

24355 Capitol AvenLe

Detroit, MI 48239

Phone: 313/255-4200
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- 2352 Professional Service Industries, Inc.
" Michigan Testing Engineers Division
REPORT OF FIELD COMPACTION TESTS
TESTED FOR: BASF Wyandotte Corporation PROJECT: Clay Capping Project
Accounts Payable Riverview, Michigan
P.0. Box 250
Parsippany, New Jersey 07054
DATE: October 2, 1984 OUR REPORT NO.: 401-40092-25
TEST DATA:

ZLEV. \ MAXIMUM IN PLACE N
r:gr DATE T LEV NSUC:‘ALB gﬂ 1,5';% g,?;’ cgr::E:r D&Z’.’w co’sﬁfgf& COMMENT
108| 10-2-84 Ist lift § *127.1% 14.8 120.5 94.8 A
109 10-2-84 3rd lift *127.1 14.2 113.8 87.7 XxB
110] 10-2-84 st 1ift |l 117.2 17.4 111.5 95.1 A

‘e’ 1111 10-2-84 2nd 1ift |l 117.2 18.3 111.1 94,7 A
1121 10-2-84 2nd 1ift 4 *127.1 13.9 114.8 90.3 A
TEST LOCATION:
108 | Station 6+60 @ 2+S0
109 | Station 5+80 @ 5+75
110 | Station 7+30 @ 2+CO
111} Station 8+25 8 1+£0
112 | Station 6+20 @8 1+10
NOTES: DENSITIES SHOWN: Lbs. per cubic foot * 1. FILL MATERIAL A. TEST RESULTS COMPLY WITH SPECIFICATIONS
WATER CONTENT: Per Cert of dry weight 2. BACKFIiLL B. RECOMPACTION REQUIRED
PERCENT COMPACTION: Eased on maximum dry 3. BASE COURSE C. TESTIS AFTER RECOMPACTION
density obtained on sample indicated by 4. SUBBASE
soil 1D number. 5. SOIL CEMENT
REMARKS: *Provided by others. 6. OTHER
Respectfuily submitted,
Y’ Professional Service Industries, Inc.
24355 Capitol Avenue ] Detroit, Ml 48239 L Phone: 313/255-4200
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- 2253 ] Professional Service Industries, Inc.
‘U Michigan Testing Engineers Division
REPORT OF FIELD COMPACTION TESTS
ESTED FOR: BASF Wyandotte Corporation PROJECT: Clay Capping Project
Accounts Payable Riverview, Michigan
Post Office Box 250
Parisippany, New Jersey 07054
ATE: September 22, 1934 OUR REPORT NO.: 401-40092-23
EST DATA:
] MAXIMUM IN PLACE -
o owre o, |netn| ARy Aot B A G coument
Second
106| 9-22-84 Lift 1 117.2 16.6 106.8 91.1 1, A
First
107 9-22-84 Lift 1 117.2 20.1 106.2 90.6 1, A
N’
€ST LOCATION:
106| Station 4+25 @ 3+70
107 Station 7+90 @ 4+00
NOTES: DENSITIES SHOWN: Lbs. per cubic toot * 1. FILL MATERIAL A. TEST RESULTS COMPLY WITH SPECIFICATIONS
WATER CONTENT: Per Cent of dry weight 2. BACKFILL 8. RECOMPACTION REQUIRED
PERCENT CC_)MPAC_TION: Basaed on mgximxén;) dry 3 gegg ESOEURSE C. TESTIS AFTER RECOMPACTION
ggﬁgy nﬁ?n‘il’;‘f" on sample indicated by 5. SOIL CEMENT D. MOiSFl}re in excess of
EMARKS: 6. OTHER speciifcations
‘ Respectfuily submitted,
e Professional Service Industries, Inc.

24355 Capitol Avenue

Detroit, Ml 48239

Phone: 313/255-4200
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IR F]  Professional Service Industries, Inc.
‘ Michigan Testing Engineers Division

REPORT OF FIELD COMPACTION TESTS

ESTED FOR:  BASF Wyandotte Corporation PROJECT: Clay Capping Project
Accounts Payable Riverview, Michigan
Post Office Box 250
Parisippany, New Jersey 07054

ATE: September 21, 1984 OUR REPORT NO.: 401-40092-22 (Page 1 of 2)
EST DATA:
Third
99| 9-21-84 Lift ] 117.2 20.1 107.7 91.9 1.A
Third
100 9-21-84 Lift ] 117.2 | g 105.5 90.0 1.8, D
Third
101 9-21-84 Lift ] 117.2 19.0 109.2 93.2 1, A
Third
102 9-21-84 Lift 1 117.2 19.1 107.2 | 491.5 1, A
Third
103 9-21-84 Lift ] 117.2 23.2 105.0
First
104 9-21-84 Lift 1 117.2 20.2 105.2°

EST LOCATION:

99 | Station 6+75 @ 5+90Q
100 Station 6+25 @ 5+0Q

101] Station 5+30 @ 5+3Q

102| Station 4+50 @ 4+1Q

~103f Statijon 3+265 B 4+2Q
104! Station 3+45 B 2+20

NOTES: DENSITIES SHOWN: Lbs. per cubic foot * 1. FILL MATERIAL A. TEST RESULTS COMPLY WITH SPECIFICATIONS
WATER CONTENT: Per Cent of dry weight 2. BACKFILL B. RECOMPACTION REQUIRED
PERCENT COMPACTION: Based on maximum dry 2 gﬁggEsOEURSE C. TEST IS AFTER RECOMPACTION
density obtained on sarnple indicated by R : .
soil 1D number. 5. SOIL CEMENT D. Moisture in excess of
6. OTHER specificataors

EMARKS:

Respectfully submitted,
Professional Service Industries, Inc.

24355 Capitol Avenue L] Detroit, MI 48239 L Phone: 313/255-4200



Professional Service Industries, Inc.
Michigan Testing Engineers Division

REPORT OF FIELD COMPACTION TESTS

ESTED FOR:  BASF Wyandotte Corporation PROJECT: Clay Capping Project
Accounts Payable Riverview, Michigan

Post Office Box 250
Parisippany, New Jersey 07054

ATE: September 21, 1584 OURREPORTNO:  401-40092-22 (Page 2 of 2)

EST DATA:

TEST ELEV. | sow 10 MAXMUM TER IN PLACE R T .

NO DATE EPTH NUMLBER ;‘Ef‘g;;' c‘garsm DEDN?H'Y cgspfg:nou COMMENT
Third

105{ 9-21-84 Lift 1 117.2 22.3 104.7

EST LOCATION:

105| Station 8+35 @ 4+50

NOTES: DENSITIES SHOWN: Lbs. per cubic foot * 1. FILL MATERIAL A. TEST RESULTS COMPLY WITH SPECIFICATIONS
WATER CONTENT: Per Cent of dry weight 2. BACKFILL 8. RECOMPACTION REQUIRED
PERCENT COMPACTION: Based on maximum dry 3. gAgE csounse C. TESTIS AFTERRECOMPACTION
density obtained on sarnple indicated by 4. SUBBASE . :
soil ID number. 5. SOIL CEMENT D. Mositure in excess of
EMARKS: 6. OTHER specifications
. Respectfully submitted,
S Professional Service Industries, Inc.
Detroit, MI 48239 ° Phone: 313/255-4200

24355 Capitol Avenue °
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lps.' Professional Service Industries, Inc.

Michigan Testing Engineers Division

REPORT OF FIELD COMPACTION TESTS

:sTEDFOR:  BASF Wyandotte Corporation PROJECT: Clay Capping Project
Accounts Payabie Riverview, Michigan
Post Office Box 250
Parisippany, New Jersey 07054

ATE: September 20, 1984 OUR REPORT NO.: 401-40092-21 (Page 1 of 2)
EST DATA:
Frird
g1 9-20-84 Lift 1 117.2 35.4 87.5
Secomd
93 9-20-84 Lift ] 117.2 24.9 101.7
Third
93 9-20-84 Lift ] 117.2 20.1 101.9 B
94 9-20-84 581 3 115.8 17.8 108.2
94 9-20-84 581 3 115.8 12.8 97.3
Third .
9 9-20-84 Lift 1 117.2 21.3 104.3

EST LOCATION:

91 Station 3+70 @ 4+70

94 Station 5+00 @ 2+00

93 Station 5+20 @ 5+Q0

94 Station 6+75 @ 2+90 Under €lay Cop

98  Station 4+80 @ 3+75 Undotr ()ay Lop

94 Station 6+00 @ 5+20

NOTES: DENSITIES SHOWN: Lbs. per cubic foot * 1. FILL MATERIAL A. TEST RESULTS COMPLY WITH SPECIFICATIONS
WATER CONTENT: Per Cent of dry weight 2. BACKFILL B. RECOMPACTION REQUIRED
PERCENT COMPACTION: Bas2d on maximum dry 3. gﬁggigEURSE C. TEST IS AFTER RECOMPACTION
density obtained on sample indicated by 4, . : .
soil ID number. 5. SOIL CEMENT D. Moisture in excess of
EMARKS: 6. OTHER specifications

Respectfuily submitted,
Professional Service Industries, Inc.

24355 Capitol Avenue L Detroit, Ml 48239 L] Phone; 313/255-4200



-~ Professional Service Industries, Inc.
Michigan Testing Engineers Division
REPORT OF FIELD COMPACTION TESTS
esTEDFOR:  BASF Wyandotte Corporation PROJECT: Clay Capping Project
Accounts Payable Riverview, Michigan
Post Office Box 250
Parisippany, New Jersey 07054
ATE: September 20, 1984 OUR REPORT NO.: 401-40092-21 (Page 2 of 2)
EST DATA:
MAXIMUM iN PLACE »
o DATE DEPTH - Nslg‘ﬂLBEIDH S oy cv;z;::T oe?grv cgmfg:&c COMMENT
Second
97| 9-20-84 Lift 1 117.2 23.3 101.0
third
98| 9-20-84 1ift ] 117.2 22.7 103.5
-’
EST LOCATION:
97{ Station 8+00 @ 5+80
98| Station 6+10 @ 5+00
NOTES: DENSITIES SHOWN: Lbs. per cubic foot 1. FILL MATERIAL A. TEST RESULTS COMPLY WITH SPECIFICATIONS
WATER CONTENT: Per Cent of dry weight 2. BACKFILL B. RECOMPACTION REQUIRED
PERCENT CQMP&C_TIOGN: Baseglgr!nrgg;r:éng dry i gGggESEURSE C. TEﬁ;!iSSAtFTEReRE.COthACﬂON £
density obtained on sarn i y . ure In excess O
EMARKS: o1 10 number. o ST ENT specifications
- Respectfully submitted,
Professional Service Industries, Inc.
24355 Capitot Avenue L Detroit, Ml 48239 ° Phone: 313/255-4200




24355 Capitol Avenue °

Detroit, Ml 48239

L Phone: 313/255-4200

-
-’ "‘oﬂ: Professional Service Industries, Inc.
" Michigan Testing Engineers Division
REPORT OF FIELD COMPACTION TESTS
SSTEDFOR:  BASF Wyandotte Corporation PROJECT: Clay Capping Project
Accounts Payable Riverview, Michigan
Post Office Box 250
Parisippany, New Jersey 07054
ATE: September 19, 1984 OUR REPORT NO.: 401-40092-20 (Page 1 of 2)
EST DATA:
Second
82 9-19-84 Lift ] 117.2 19.8 106.2 90.6 A
Second
83 9-19-84 Lift ] 117.2 18.5 108.0 92.2 A, C
Second
84 9-19-84 Lift ] 117.2 16.6 12,1 _95.6 A
First
“w’ g5l  9-19-84 Lift ] 117.2 21.6 103.2
First
86 9-19-84 Lift 1 117.2 20.2 105.7
First .
87| 9-19-84 Lift ] 117.2 18.5 102.5 | sOTONEpTITE
EST LOCATION:
82| Station 7+70 @ 5+40
83| Restest of #78 from 9-18-84
84| Station 3+25 @ 4+10
85| Station 3+90 @ 3+20
86| Retest of #80 from 9-18-84
87| Station 5+80 @ 5+1)
NOTES: DENSITIES SHOWN: Lbs. per cubic foot ‘ 1. FILL MATERIAL A. TEST RESULTS COMPLY WITH SPECIFICATIONS
WATER CONTENT: Per Cent of dry weight 2. BACKFILL B. RECOMPACTION REQUIRED
PERCENT CQMPAQTlON: Based on mgximum dry 3. BASE COURSE C. TEST IS AFTER RECOMPACTION
S e o v atd £ S 0. Moisture in excessiof <
EMARKS: 6. OTHER specifications
Respectfully submitted,
At Professional Service Industries, Inc.



- l ps,' Professional Service Industries, Inc.

Michigan Testing Engineers Division

REPORT OF FIELD COMPACTION TESTS

Clay Capping Project

:STED FOR:  BASF Wyandotte Corporation PROJECT:
Accounts Payable Riverview, Michigan
Post Office Box 250
Parisippany, New Jersey 07054
ATE: September 19, 1984 OUR REPORT NO.: 401-40092-20 (Page 2 of 2)
EST DATA:
. MAXIMUM IN PLACE -
. oATE s |nvemn| e DAY oo || chumenon COMMENT
FI7st
88| 9-19-84 Lift 1 117.2 17.8 109.3 93.3 A
st
89| 9-19-84 Lift 1 117.2 20.0 106.2 90.6 A
9 na
90| 9-19-84 | Lift 1 117.2 26.2 97.5 | ohOTEEEERCITY
A ™4
EST LOCATION:
88] Station 4+50 @ 3+5(0)
89| Station 7+30 @ 3+5Q
90| Station 5+00 @ 3+2%
NQTES: DENSITIES SHOWN: Lbs. per cubic foot 1. FILL MATERIAL A. TEST RESULTS COMPLY WITH SPECIFICATIONS
WATER CONTENT: Per Cent of dry weight 2. BACKFILL B. RECOMPACTION REQUIRED
PERCENT C_OMPAC_T]ON: Based on maximum dry 3. BASE COURSE C. TESTIS AFTER RECOMPACTION
o D gy & on samele indicated by 5. SOl CEMENT D. Moisture in excess of
EMARKS: 6. OTHER specifications
) Respectfully submitted,

Professional Service Industries, Inc.

24355 Capitol Avenue L]

Detroit, Ml 48239

. Phone;: 313/255-4200
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-’ PR MY  Pprofessional Service Industries, Inc.
= “ =4 Michigan Testing Engineers Division ,

REPORT OF FIELD COMPACTION TESTS

ESTEDFOR:  BASF Wyandotte Corporation
Accounts Payable
Post Office Box 250
Parisippany, New Jersey 07054

PROJECT:

Clay Capping Project
Riverview, Michigan

JATE: September 18, 7984 OUR REPORT NO.. 401-40092-19
'EST DATA:
V. MAXIMUM IN PLACE R
TNEgT DATE DEPTH - NSU%LB?R 'BAEstr}R: Cg:‘IEST DEDNFg’lTY C;’EARPE(?TNISN COMMENT
Second
78] 9-18-84 Lift 1 117.2 22.9 103.6 [ it i d
79 9-18-84 582.5 1 117.2 28.8 96.3
First
80| 9-18-84 Lift ] 117.2 25.6 99.5
, Second
YW’ 8] 9-18-84 Lift 1 1z.2 18.6 111.7 95.3 A, C
EST LOCATION:
78| Station 5+00 @ 4+¢0
79| Station 4+70 @ 4+90 - Undkr Loy Lop
80| Station 5+50 @ 2+25
81| Station 3+50 @ 3+00
NOTES: DENSITIES SHOWN: Lbs. per cubic foot * 1. FILL MATERIAL A. TEST RESULTS COMPLY WITH SPECIFICATIONS
WATER CONTENT: Per Cent of dry weight 2. BACKFILL B. RECOMPACTION REQUIRED
PERCENTCQMPAQﬂON:Bmmdonmgﬂmgldw g.gsggﬁgynss C. TESTIS AFTER RECOMPACTION
gg.rn\ i nﬁf’n‘ﬁ'.?f“ on sample indicated by 5. SOIL CEMENT D. Moi sture 1n excess of
EMARKS: 6. OTHER specifications
Respectfully submitted,
| Professional Service Industries, Inc.

24355 Capitol Avenue L Detroit, Ml 48239

° Phone: 313/255-4200
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Professional Service Industries, inc.

Michigan Testing Engineers Division

REPORT OF FIELD COMPACTION TESTS

:SsTEDFOR:  BASF Wyandotte Corporation PROJECT: Clay Capping Project
Accounts Payable Riverview, Michigan
Post Office Box 250
Parisippany, New Jersey 07054
ATE: September 17, 1984 OUR REPORT NO.: 401-40092-18
EST DATA:
74 9-17-84 583.5 3 115.8 15.9 113.0 97.6 1, A
73 9-17-84 583 3 115.8 18.4 111.5 96.3 1, A
744 9-17-84 583 3 115.8 16.7 111.0 95.9 1, A
Second .
75 9-17-84 Lift 1 117.2 21.0 106.9 91.2 D
Second
76 9-17-84 Lift 1 117.2 =25 99.3
First _
77 9-17-84 Lift 1 117.2 19.4 107.4
EST LOCATION:
74 Station 4+25' @ 2+30' -Undey Loy Cap
73 Station 4+60' @ 3+00' = Urtey (v L5
74  Station 4+25' @ 4+00' -t dey (Joy Co0
75 Station 5+10' @ 4+60'
76| Station 3+50' @ 3+75° ’
77| Retest #68 from 9-8-84
NOTES: DENSITIES SHOWN: Lbs. per cubic foot * 1. FILL MATERIAL A. TEST RESULTS COMPLY WITH SPECIFICATIONS
WATER CONTENT: Per Cent of dry weight 2. BACKFILL B. RECOMPACTION REQUIRED
PERCENT CC_)MPAC_TION: Based on maximum dry 3. BASE COURSE C. TESTIS AFTER RECOMPACTION
density obtained on sample indicated by S T D. Moisture in excess of
EMARKS: 6. OTHER specifications
Respectfully submitted,
Professional Service Industries, Inc.
24355 Capitol Avenue Detroit, Ml 48239 ° Phone: 313/255-4200
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— [ o L~ | Professional Service Industries, Inc.
=~ | Michigan Testing Engineers Division

REPORT OF FIELD COMPACTION TESTS

testep For: BASF Wyandotte Corporation
Accounts Payable
Post Office Box 250
Parisippany, New Jersey 07054

PROJECT:

Clay Capping Project
Riverview, Michigan

DATE: September 13, 984 OUR REPORT NO.: 401-40092-16
TEST DATA:
onre oI o | Leony ot | Com | e
First
69| 9-13-84 Lift 1 117.2 21.6 104.4 89.1 B,D
First
70| 9-13-84 Lift 1 117.2 20.1 107.0 91.3 A,C
First
71 9-13-84 Lift ] 117.2 22.6 104.2 88.9 B,D
e/,

TEST LOCATION:

69! Restest of #67 from September 8, 1984

70| Restest of #66 from September 8, 1984

71 Station 7+50' at 5+40Q°

NOTES: DENSITIES SHOWN: Lbs. per cubic foot
WATER CONTENT: Per Cent of dry weight
PERCENT COMPACTION: Based on maximum dry
density obtained on sample indicated by.
soil ID number.

REMARKS:

i’

onhwN~

FILL MATERIAL
BACKFILL
BASE COURSE
SUBBASE
SOIL CEMENT
OTHER

A
B
C

D.
E.

. TEST RESULTS COMPLY WITH SPECIFICATIONS
. RECOMPACTION REQUIRED
. TEST IS AFTER RECOMPACTION

Moisture in excess of
specifications
Moisture below specifications

Respectfuily submitted,
Professional Service Industries, inc.

24355 Capitol AvenLe L) Detroit, MI 48239

Phone: 313/255-4200
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Professional Service Industries, Inc.

Ve’ . . . . . e s
"@l Michigan Testing Engineers Division
REPORT OF FIELD COMPACTION TESTS
TesTeD FOR:  BASF Wyandotte Corporation PROJECT: Clay Capping Project
Accounts Payable Riverview, Michigan
Post Office Box 250
Parisippany, New Jersey 07054
DATE: September 8, 1934 OUR REPORT NO.: 401-40092-15
TEST DATA:
: MAXIMUM IN PLACE -
o DATE DEPTH - NumBER S oy CONTENT _ DERSITY COMPACTION COMMENT
64 | 9-8-84 681.5 ] 117.2 21.1 108.0 92.1 1-A,C
First
65 | 9-8-84 Lift 117.2 23.9 102.3 87.3 8,0 .
First
L 66 | 9-8-84 Lift ] 117.2 23.0 106.0 90. 4 D B
w First
67 | 9-8-84 Lift ] 112.2 22.9 106.0 90.4 D e
First
h8 9-8-84 Lift 1 117.2 23.8 103.4 88.7 B.D
TEST LOCATION:
64 | Station 3+70' at 3+75'- undlr clzy czP
65 | Station 6+25' at 5+80'
66 | Station 4+50' at 4+25'
67 | Station 3+50' at 4+100'
68 | Station 6+75' at 5+75'
NOTES: DENSITIES SHOWN: Lbs. per cubic foot 1. FILL MATERIAL A. TEST RESULTS COMPLY WITH SPECIFICATIONS
WATER CONTENT: Per Cent of dry weight 2. BACKFILL B. RECOMPACTION REQUIRED
PERCENT COMPACTION: Based on maximum dry 3. BASE COURSE C. TEST|S AFTER RECOMPACTION
density obtained on sample indicated by 4. SUBBASE D. Moisture in excess of
REMARKS: soil ID number. g g?:—I;ECREMENT Sp(.?C'i ficati ons
E. Moisture below specifications
-’ Respectfully submitted,
Professional Service Industries, inc.

24355 Capitol Avenve .

Detroit, MI 48239

Phone: 313/255-4200



[ o 1~ | Professional Service Industries, Inc.

et | A= Michigan Testing Engineers Division
DAILY FIELD REPORT
TESTED FOR: BASF Wyandotte Corporation PROJECT: Clay Capping Project
Accounts_Payable Riverview, Michigan
Post Office Box 250
Parisippany, New Jersey 07054
DATE: September 6, 1984 OUR REPORT NO.: 401-40092-14 (Page 1 of 2)
WEATHER: Mostly Sunny
TEMPERATURE RANGE: 650 1O 700
INSFECTOR: Bill Pinkerton
TYPE OF INSPECTION BEING PERFORMED
Ny X _ sons CONCRETE
FOUNDATIONS BATCH PLANT
X__ CONTROLLED FiLL (COMPACTION) PLACEMENT (JOB SITE)
ASPHALT OTHER
BATCH PLANT
PLACEMENT (JOB SITE)
BRIEF RESUME OF WORK ACCOMPLISHED THIs DATE: Performed a total of two compaction tests using a
nuc]ear-dens1ty device over the area tested on September 5, 1984. The compaction tests
indicated that the area still did not comply with project specifications due to
excessive moisture. Contractor disced the area and it will be recompacted and retested
September 7, 1984.
_p Respecttfully submitted,
Professional Service Industries, Inc.

24355 Capitol Avenue [ Detroit, Ml 48239 ° Phone: 313/255-4200
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Professional Service Industries, Inc.

Michigan Testing Engineers Division
REPORT OF FIELD COMPACTION TESTS
TESTEDFOR: BASF Wyandotte Corporation PROJECT: Clay Capping Project
Accounts Payable Riverview, Michigan
Post Office Box 250
Parisippany, New Jersey 07054
DATE: OUR REPORT NO.:
September 6, 1984 401-40092-14 (Page 2 of 2)
TEST DATA:
5 oure NGl A T owren | Coms | gemome
First
62 | 9-6-84 Lift l 112.2 24,1 101.4 86.5 C, B 0
63 | 9-6-84 581.5 1 117.2 24 .6 100.2 85.5 1-C, 8
TEST LOCATION:
62 | Retest of #60 from September 5, 1984
63 | Retest of #59 from September 5, 1984
NOTES: DENSITIES SHOWN: Lbs. per cubic foot * 1. FILLMATERIAL A. TEST RESULTS COMPLY WITH SPECIFICATIONS
WATER CONTENT: Per Cent of dry weight 2. BACKFILL B. RECOMPACTION REQUIRED
PERCENT COMPACTION: Based on maximum dry 3. BASE COURSE C. TESTIS AFTER RECOMPACTION
density obtained on samr ple indicated by 4. SUBBASE
soil ID number. 5. SOIL CEMENT
REMARKS: 6. OTHER
Respectfully submitted,
Professional Service Industries, Inc.

24355 Capitol Avenue ® Detroit, M| 48239 L Phone: 313/255-4200
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Professional Service Industries, Inc.

Michigan Testing Engineers Division
DAILY FIELD REPORT
TESTED FOR: BASF Wyandotte Corporation PROJECT: Clay Capping Project
Accounts Payable Riverview, Michigan
Post Office Box 250
Parisippany, New Jersey 07054
DATE: September 5, 1984 OUR REPORT NO. 401-40092-13 (Page 1 of 2)
WEATHER: Mostly Sunny
TEMPERATURE RANGE: 700 1o 750
INSPECTOR: Bi1l Pinkerton
TYPE OF INSPECTION BEING PERFORMED
‘l-r X
~ _ soiLs CONCRETE
FOUNDATIONS BATCH PLANT
X CONTROLLED FILL (COMPACTION) PLACEMENT (JOB SITE)
ASPHALT OTHER
BATCH PLANT
PLACEMENT (JOB SITE)
BRIEF RESUME OF WORK ACCOMPLISHED THIS DATE: Arrived on Jjobsite as scheduled to perform field
density tests on cohesive material placed for clay cap first 1ift and to bring fill up
to grade immeaiately blow cap. Test results indicated material below required
compaction levels. The cap material exceeded the allowable moisture content . Clients
representative and contractor notified of test results.
N’ Respectfuily submitted,

Professional Service Industries, Inc.

24355 Capitol Avenue ) Detroit, Ml 48239

L Phone: 313/255-4200



Professional Service Industries, Inc.

~ | A=l Michigan Testing Engineers Division
REPORT OF FIELD COMPACTION TESTS
TesTED FOR: BASF Wyandotte Corporation PROJECT: Clay Capping Project
Accounts Payable Riverview, Michigan
Post Office Box 250
Parisippany, New Jersey 07054
DATE: September 5, 1984 OUR REPORT NO.: 401-40092-13 (Page 2 of 2)
TEST DATA:
) MAXIMUM IN PLACE R
T I Gl i - R B .-
59| 9-5-84 581.5 1 117.2 20.5 99.5 84.9 1-8 |
60| 9-5-84 :ﬁt 1 117.2 25.0 98.8 84.3 B, D [
61| 9-5-84 Flest 1 117.2 27.6 97.0 82.8 | ¢, B, 0D
e il
TEST LOCATION:
59| Station 3+5 @ 4+25'
60| Station 3+5 @ 3+70'
61| Retest of #60
NOTES: DENSITIES SHOWN: Lbs. per cubic foot 1. FILL MATERIAL A. TEST RESULTS COMPLY WITH SPECIFICATIONS
WATER CONTENT: Per Cent of dry weight 2. BACKFILL B. RECOMPACTION REQUIRED
PERCENT COMPACTION: Based on maximum dry 3. BASE COURSE C. TESTIS AFTER RECOMPACTION
density obtained on sample indicated by 4. SUBBASE
soil 1D number. 5. SOIL CEMENT
REMARKS: 6. OTHER
Respectfully submitted,
N’

Professional Service Industries, Inc.

24355 Capitol Avenue

Detroit, Ml 48239

Phone: 313/255-4200
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Professional Service Industries, Inc.
Michigan Testing Engineers Division

DAILY FIELD REPORT

TESTED FOR: BASF Wyandotte Corporation PROJECT: Clay Capping Project
Accounts Payable Riverview, Michigan
Post Office Box 250
Parsippany, New Jersey 07054
DATE: August 31, 1984 OUR REPORT NO.: 401-40092-11 (Page 1 of 2)
WEATHER: Sunny
TEMPERATURE RANGE: 600 ro 750
INSPECTOR: Brian Lamerson
: TYPE OF INSPECTION BEING PERFORMED
X_ sows CONCRETE
FOUNDATIONS BATCH PLANT
X CONTROLLED FILL (COMPACTION) PLACEMENT (JOB SITE)
ASPHALT OTHER

BATCH PLANT

PLACEMENT (JOB SITE)

BRIEF RESUME OF WORK ACCOMPLISHED THIS DATE: Retested small clay cap area at final grade just
before placement of topsoil. Tests in this area (station 7.5 and 9+00) complied with
job specifications. For specific details turn to attached sheet.

-’ Respectfully submitted,

Professional Service Industries, Inc.

24355 Capitol Avenue L Detroit, Ml 48239 L Phone: 313/255-4200
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, Mae>r) Professional Service Industries, Inc.
~ | Michigan Testing Engineers Division

REPORT OF FIELD COMPACTION TESTS

TESTED FOR: BASF Wyandotte Corporation
Accounts Payable
P.0. Box 250
Parsippany, New Jersey 07054

PROJECT:

Clay Capping Project

Riverview, Michigan

DATE: August 31, 1984 OUR REPORT NO.: 401-40092-11 (Page 2 of 2)
TEST DATA:
T I B NG it B Y- (- B i .- comvent *
54 1 8-31-84 @ Grade 1 117.2 20.9 110.0 93.8 A
551 8-31-84 @ Grade 1 117.2 20.6 106.5 90.8 A
56 | 8-31-84 @ Grade 1 ]17;2 20.0 110.5 94.3 A
571 8-31-84 - |0 Grade 3 115.8 25.7 84.8 1, B
\ 4
58 | 8-31-84 @ Grade 3 115.8 21.2 102.8 88.7 1, B
TEST LOCATION:
54 | Station 4.5 and 8+50 -PuZs,de oF cap aves
55 | Station 7.5 and 8475
56 | Station 7.5 and 9+25
57 | Station 3.5 and 2+50
58 | Station 5.5 and 2+50
NOTES: DENSITIES SHOWN: Lbs. per cubic foot 1. FILL MATERIAL A. TEST RESULTS COMPLY WITH SPECIFICATIONS
WATER CONTENT: Per Cent of dry weight 2. BACKFILL 8. RECOMPACTION REQUIRED
PERCENT COMPACTION: Bzsed on maximum dry 3. BASE COURSE C. TESTIS AFTER RECOMPACTION
density obtained on sample indicated by 4. SUBBASE
soil 1D number. 5. SOILCEMENT
REMARKS: 6. OTHER
Respectfully submitted,
Professional Service Industries, Inc.
N

24355 Capitol Avenue L

Detroit, Ml 48239

. Phone: 313/255-4200
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DAILY FIELD REPORT

TESTED FOR: BASF Wyandotte Corporation PROJECT:

Accounts Payable
Post Office Box 250

Parsippany, New Jersey 07054

Professional Service Industries, Inc.
Michigan Testing Engineers Division

Clay Capping Project
Riverview, Michigan

DATE: August 27, 1984 OUR REPORT NO.. 401-40092-9
WEATHER: Sunny
TEMPERATURE RANGE: 600 TO: 850
INSPECTOR: Brian Lamerson
. TYPE OF INSPECTION BEING PERFORMED
_X__sons CONCRETE
FOUNDATIONS

X CONTROLLED FILL (COMPACTION)

ASPHALT

BATCH PLANT

— PLACEMENT (JOB SITE)

BATCH PLANT

PLACEMENT (JOB SITE)

OTHER

BRIEF RESUME OF WORK ACCOMPLISHED THIS DATE: Ran compaction tests on clay capping. Three (3)
tests were run on cap itself and one test on general fill, to bring subgrade up on clay
cap placement. Clay cap is to reach 90% of maximum density. For specific details turn

to attached sheet.

Respectfully submitted,
Professional Service industries, inc.

24355 Capitol Avenue °

Detroit, Ml 48239

L Phone: 313/255-4200
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l psl Professional Service Industries, Inc.

S’ . . . . s . s
L Michigan Testing Engineers Division
REPORT OF FIELD COMPACTION TESTS
tesTep For: BASF Wyandotte Corporation PROJECT: Clay Capping Project
Accounts Payable Riverview, Michigan
P.0. Box 250
Parsippany, New Jersey 07054
DATE: August 27, 1984 ouR RePoRT No.:  401-40092-9 (Page 2 of 2)
TEST DATA:
TSt S S e | N | Semem
Second
50 | 8-27-84 Lift 1 117.2 16.1 112.1 95.6 1-C, A
51| 8-27-84 * 1 117.2 15.7 109.0 93.0 1-A
First
52 | 8-27-84 Lift 2 125.2 13.1 112.2 93.6 1-A
. Sgcond »
-~ b3 | 8-27-84 Lift 125.2 11.3 124.5 99.3 1-A

TEST LOCATION:
50 | Retest of #49 from 8-24-84

51 Station 7.25 and 5+00

52 | Radius 110' off of Jefferson Rd fence and 330' off of E. property line

53 | Radius 11Q0' off of Jefferson Rd fence and 330' off of E. property line

NOTES: DENSITIES SHOWN: Lbs. per cubic foot * 1. FILLMATERIAL A. TEST RESULTS COMPLY WITH SPECIFICATIONS
WATER CONTENT: Per Cent of dry weight 2. BACKFILL B. RECOMPACTION REQUIRED
PERCENT COMPACTION: Based on maximum dry 3. BASE COURSE C. TESTIS AFTER RECOMPACTION
density obtained on sample indicated by 4. SUBBASE
soil 1D number. 5. SOIL CEMENT
6. OTHER

REMARKS:

. . Respectfully submitted,
* .
Th]s. test done or lift for Professional Service Industries, Inc.
“w” general fill, not clay cap.

24355 Capitol Avenue ° Detroit, Ml 48239 L4 Phone: 313/255-4200
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Professional Service Industries, Inc.

p - R Y . . e
Michigan Testing Engineers Division
DAILY FIELD REPORT
TESTED FOR: BASF Wyandotte Corporation PROJECT: Clay Capping Project
Accounts Payable Riverview, Michigan
P.0. Box 250
Parsippany, New Jersey 07054
DATE: August 24, 1984 OUR REPORT NO.: 401-40092-7 (Page 1 of 2)
V/EATHER: Sunny
TEMPERATURE RANGE: 600 TO: 850
IMSPECTOR: B. Lamerson
TYPE OF INSPECTION BEING PERFORMED
S’
X sous CONCRETE
FOUNDATIONS __ BATCH PLANT
X conTROLLED FIL. (COMPACTION) PLACEMENT (JOB SITE)
ASPHALT OTHER
BATCH PLANT
PLACEMENT (JOB SITE)
BRIEF RESUME OF WORK ACCOMPLISHED THISDATE: performed field density tests in clay cover material
near northeast corner of site. Clay was placed in approximately nine (9) inch loose
lifts anq compacted. Client and contractor informed of all test results. See
accampanying report for details.
g

Respectfully submitted,
Professional Service Industries, inc.

24355 Capitol Avenue ® Detroit, MI 48239 (] Phone: 313/255-4200



Professional Service Industries, Inc.

AT . . . ' . x
Michigan Testing Engineers Division
REPORT OF FIELD COMPACTION TESTS
TESTEDFOR:  BASF Wyandotte Corporation PROJECT: Clay Capping Project
Accounts Payable Riverview, Michigan
P.0. Box 250
Parsippany, New Jersey 07054
DATE: OUR REPORT NO.:
August 24, 1984 401-40082-7 (Page 2 of 2)
TEST DATA:
TesT oare oI Jgown | Uaoay owren | Tom | et
First
48| 8-24-84 Lift ] 117.2 19.8 105.8 a0 _3 1, A
Second
49| B8-24-84 Lift ] 112.2 21.1 102.5 872.4 1,8
'’
TEST LOCATION:
48| Retest of Nos. 46, 47 from 8-23-84
49| Station 7.50 @ 4+50
NOTES:; DENSITIES SHOWN: Lbs. per cubic foot 1. FILL MATERIAL A. TEST RESULTS COMPLY WITH SPECIFICATIONS
WATER CONTENT: Per Cent of dry weight 2. BACKFILL B. RECOMPACTION REQUIRED
PERCENT COMPACTION: Based on maximum dry 3. BASE COURSE C. TEST IS AFTER RECOMPACTION
density obtained on sample indicated by 4. SUBBASE
soil ID number. 5. SOIL CEMENT
REMARKS: 6. OTHER
Respectfully submitted,
Prcfessional Service Industries, Inc.
h 4

24355 Capitol Avenue °

Detroit, Ml 48239

° Phone: 313/255-4200
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| oL = Professional Service Industries, Inc.
" L Michigan Testing Engineers Division

DAILY FIELD REPORT

TESTED FOR: BASF Wyandotte Corporation PROJECT: Clay Capping Project

Accounts Payable Riverview, Michigan
P.0. Box 280
Parsippany, New Jersey 07054

DATE: August 23, 1984 OUR REPORT NO.: 401-4C092-6 (Page 1 of 2)
WEATHER: Partly Cloudy
TEMPERATURE RANGE: 550 ro: 750
INSPECTOR: B. Lamerson

TYPE OF INSPECTION BEING PERFORMED J

¥ sous CONCRETE
FOUNDATIONS __ BATCH PLANT |
X CONTROLLED FILL (COMPACTION) PLACEMENT (JOB SITE) J
ASPHALT OTHER
— BATCH PLANT

PLACEMENT (JOB SITE)

BRIEF RESUME OF WORK ACCOMPLISHED THIS DATE: Performed field density tests in the first 1lift of
clay capping material in the large area near northeast corner of site. C(lay was placed
in approximately nine (9) inch loose layers and compacted. See accompanying report for
specific test results.

Respectfully submitted,
Professional Service Industries, Inc.

24355 Capitol Avenue L Detroit, MI 48239 L Phone: 313/255-4200
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Professional Service Industries, Inc.

Michigan Testing Engineers Division

REPORT OF FIELD COMPACTION TESTS

TESTEDFOR:  BASF Wyandotte Corporation PROJECT: Clay Capping Project
Accounts Payable Riverview, Michigan
P.0. Box 250
Parsippany, New Jersey 07054
DATE: August 23, 1984 OUR REPCRT NO.: 401-40092-6 (Page 2 of 2)
TEST DATA: )
5 onre o~ Jaowe ] Gsoer awren | Tewe | pemca
First
45| 8-23-84 Lift 1 117.2 15.2 110.3 94.1 1, A .
irst 1
46 8-23-84 Lift 1 117.2 25.6 98.7 84.2 1, B __1
1rst .
47| 8-23-84 Lift 1 117.2 24.3 99.8 85.1 1, C, B
TEST LOCATION:
45| Station 7.50 @ 4+50
46| Station 7.50 @ 1+50
47| Retest #46
NOTES: DENSITIES SHOWN: Lbs. per cubic foot 1. FILL MATERIAL A. TEST RESULTS COMPLY WITH SPECIFICATIONS
WATER CONTENT: Per Cent of dry weight 2. BACKFI.L B. RECOMPACTION REQUIRED
PERCENT COMPACTION: Besed on maximum dry 3. BASE COURSE C. TESTIS AFTER RECOMPACTION
density obtained on sample indicated by 4. SUBBASE
soil ID number. 5. SOIL CEMENT
REMARKS: 6. OTHER

Respectfully submitted,
Professional Service Industries, Inc.

24355 Capitol Avenuz2

Detroit, Ml 48239

Phone: 313/255-4200
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Professional Service Industries, Inc.

Michigan Testing Engineers Division
DAILY FIELD REPORT
TESTED FOR: BASF Wyandotte Corporation PROJECT: Clay Capping Project
Accounts Payable Riverview, Michigan
P.0. Box 250
Parsippany, New Jersey 07054
DATE: August 22, 1984 OUR REPORT NO.: 401-40092-5 (Page 1 of 2)
WEATHER: Cloudy
“EMPERATURE RANGE: 600 TO: 750
INSPECTOR: B. Lamerson
TYPE OF INSPECTION BEING PERFORMED
X sous ____ CONCRETE
FOUNDATIONS — BATCH PLANT
X CONTROLLED FiLL (COMPACTION) PLACEMENT (JOB SITE)
ASPHALT OTHER
BATCH PLANT
PLACEMENT (JOB SITE)
BRIEF RESUME OF WORK ACCOMPLISHED THIS DATE:  Performed field density tests on final 1ift of clay
cap in area which had not been compacted to project specifications. As of this date,
all capping material placed in smali area near southeast corner of site has been tested
and found to meet project requirements. See accompanying report for specific test
results.
Respectfully submitted,

Professional Service Industries, Inc.

24355 Capitol Avenue e Detroit, Ml 48239 ® Phone: 313/255-4200




Protfessional Service Industries, Inc.

~ Michigan Testing Engineers Division
REPORT OF FIELD COMPACTION TESTS
TESTED FOR:  BASF Wyandotte Corporation PROJECT: Clay Capping Project
Accounts Payable Riverview, Michigan
P.0. Box 250
Parsippany, New Jersey 07054
DATE: August 22, 1984 OUR REPORT NO.: 401-40092-5 (Page 2 of 2)
TEST DATA:
rest onre Bl X BT g | Tow | pement
Third )
42| 8-22-84 Lift 1 117.2 22.3 101.8 86.8 1, B, C
Thard T
43| 8-22-84 Lift 1 117.2 20.4 102.5 87.5 1, B, C
“Third ]
44 | 8-22-84 Lift ] 117.2 20.2 105.5 90.0 1, A, C
p’
TEST LOCATION:
421 Retest #16 from 8-13-84
43| Retest #16 from 8-13-84
44| Retest #16 from 8-13-84
NOTES: DENSITIES SHOWN: Lbs. per cubic foot 1. FILL MATERIAL A. TEST RESULTS COMPLY WITH SPECIFICATIONS
WATER CONTENT: Per Cent of dry weight 2. BACKFILL B. RECOMPACTION REQUIRED
PERCENT COMPACTION: Based on maximum dry 3. BASE COURSE C. TESTIS AFTERRECOMPACTION
density obtained on sample indicated by 4. SUBBASE
s0il 1D number. 5. SOIL CEMENT
REMARKS: 6. OTHER

‘b’

Respectfully submitted,
Professional Service Industries, Inc.

24355 Capitol Avenue L]

Detroit, MI 48239

Phone; 313/255-4200



-,

N’

prey P )7.4)

Professional Service Industries, Inc.
Michigan Testing Engineers Division

DAILY FIELD REPORT

TESTED FOR: BASF Wyandotte Corporation PROJECT: Clay Capping Project

Accounts Pzyable Riverview, Michigan
P.0. Box 2%0
Parsippany, New Jersey 07054

DATE: August 16, 1984 OUR REPORT NO.: 401-40092-4 (Page 1 of 5)
WEATHER: Fa] r
TEMPERATURE RANGE: 820 TO: gQo
INSPECTOR: M. Lelo

TYPE OF INSPECTION BEING PERFORMED

X SolLs CONCRETE

FOUNDATIONS BATCH PLANT

X
PLACEMENT (JOB SITE)

CONTROLLED FILL (COMPACTION)

ASPHALT — . OTHER

B8ATCH PLANT

PLACEMENT (JOB SITE)

BRIEF RESUME OF WORK ACCOMPLISHED THIS DATE:  Monitored placement and compaction of clay capping
material in small area in southeast area of site. Client and contractor were notified
of all test results in the field. Clay was placed in approximately eight (8) inch
lifts. See accompanying report for specific test results.

Respectfully submitted,
Professional Service Industries, Inc.

24355 Capitol Avenue L Detroit, Ml 48239 L Phone: 313/255-4200




Professional Service Industries, Inc.

- D
Ho' Michigan Testing Engineers Division
REPORT OF FIELD COMPACTION TESTS
TESTED FOR: BASF Wyandotte Corporation PROJECT: Clay Capping Project
Accounts Payab'e Riverview, Michigan
P.0. Box 250
Parsippany, New Jersey 07054
DATE: August 16, 1984 OUR REPORT NO.: 401-40092-4 (Page 2 of 5)
TEST DATA: Optimum Moisture: 15.7%
T oate il v L) gt | Tome | pecew
deconc
20 | 8-16-84 Lift 1 117.2 18.6 108.8 92.8 A ]
Third B |
21 | 8-16-84 Lift 1 117.2 19.5 102.5 87.5 B ;
Third : T T T
22 | 8-16-84 Lift 1 117.2 19.6 103.2 88.0 B |
Second T i
w 23| 8-16-84 Lift 1 117.2 18.8 107.7 91.8 A
Sécond
24 | 8-16-84 Lift 1 117.2 18.1 108.7 92.7 A
second
25 | 8-16-84 Lift 1 117.2 18.6 107.45 91.7 A
TEST LOCATION:
20 | Station 8.10 @ 8+80
21 | Station 7.80 @ 8+90
22 | Station 6.10 @ 9+40
23 | Station 7.90 @ 9+10
24 | Station 8.20 @ 8+90
25 | Station 6.20 @ 8+40
NOTES: DENSITIES SHOWN: Lbs. per cubic foot 1. FILL MATERIAL A. TEST RESULTS COMPLY WITH SPECIFICATIONS
WATER CONTENT: Per Cent of dry weight 2. BACKFILL B. RECOMPACTION REQUIRED
PERCENT COMPACTION: Bzsed on maximum dry 3. BASE CCURSE C. TESTIS AFTER RECOMPACTION
density obtained on sample indicated by 4. SUBBASE
soil 1D number. 5. SOILCEMENT
REMARKS: 8. OTHER
Respectfully submiited,
- Professional Service Industries, Inc.

24355 Capitol Avenue (]

Detroit, M| 48239

° Phone: 313/255-4200
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ey Professional Service Industries, Inc.
Po' Michigan Testing Engineers Division

REPORT OF FIELD COMPACTION TESTS

TESTED FOR:  BASF Wyandotte Corporation

PROJECT:

Accounts Payable

P.0.

Box 250

Parsippany, New Jersey 07054

River

OUR REPORT NO.:

Clay Capping Project

view, Michigan

DATE: August 16, 1984 401-40092-4 (Page 3 of 5)
TEST DATA: Optimum Moisture: 15.7%
TSt oure gl it YT ot | Tome | pemcent
Third |
26| 8-16-84 Lift 1 117.2 19.2 104.0 88.7 B |
TRirc B
27| 8-16-84 Lift 1 117.2 19.7 102.7 87.6 B
IThird
28| 8-16-84 Lift 1 117.2 19.1 105.7 90.1 A
Third o
29 | 8-16-84 Lift ] 117.2 19.9 100.5 85.7 B
Third T
30| 8-16-84 Lift 1 117.2 19.1 104.5 89.1 B
Second o
31 8-16-84 Lift 1 117.2 19.4 106.7 91.0 A
TEST LOCATION: _
26 | Station 6.50 @ 8+70
27 | Station 6.10 @ 9+40
28 { Station 6.30 @ 9+50
29 | Station 6.90 @ 9+30
30 | Station 6.90 @ 8+50
31 | Station 5.90 @ 9+50
NOTES: DENSITIES SHOWN: Lbs. per cubic foot * 1. FILL MATERIAL A. TEST RESULTS COMPLY WITH SPECIFICATIONS
WATER CONTENT: Per Cent of dry weight 2. BACKFILL B. RECOMPACTION REQUIRED
PERCENT COMPACTION: Based on maximum dry 3. BASE COURSE C. TESTIS AFTER RECOMPACTION
density obtained on :ample indicated by 4. SUBBASE
soil ID number. 5. SOILCEMENT
REMARKS: 8. OTHER
Respectfully submitted,
Professional Service Industries, Inc.
24355 Capitol Avenue Detroit, Ml 48239 L Phone: 313/255-4200




Professional Service Industries, Inc.

) .

hats Michigan Testing Engineers Division
REPORT OF FIELD COMPACTION TESTS
TESTED FOR:  BASF Wyandotte Corporation PROJECT: Clay Capping Project
Accounts Payable Riverview, Michigan
P.0. Box 250
Parsippany, New Jersey 07054
DATE: August 16, 1984 OUR REPORT NO.: 401-40092-4 (Page 4 of 5)
TEST DATA: Optimum Moisture: 15.7%
SLEV. MAXIMUM IN PLACE R
et S Sl g | Mo | pemeen
Second
32| 8-16-84 Lift 1 117.2 19.2 105.7 90.1 A
Tirtra
33| 8-16-84 Lift 1 117.2 19.1 105.7 80.1 A
tnra
34| 8-16-84 Lift 1 117.2 20.2 102.7 87.6 B, C
Third
-’ 351 8-16-84 Lift ] 112.2 20.1 Q9_§ 84 8 B, C .
Third C
361 8-16-84 Lift 1 117.2 12.2 112.2 100.0 A%
Tird
37| 8-16-84 Lift 1 117.2 19.3 107.5 91.7 A, C
TEST LOCATION:
321 Station 6.1 @ 9+60
33| Station 5.8 @ 8+50)
34| Retest #21
35| Retest #22
36| Retest #26
37| Retest #27
NOTES: DENSITIES SHOWN: Lbs. pe- cubic foot 1. FILL MATERIAL A. TEST RESULTS COMPLY WITH SPECIFICATIONS
WATER CONTENT: Per Cent of dry weight 2. BACKFILL B. RECOMPACTION REQUIRED
PERCENT COMPACTION: Bzsed on maximum dry 3. BASE COURSE C. TESTIS AFTER RECOMPACTION
density obtained on sample indicated by 4. SUBBASE
soit 1D number. 5. SOIL CEMENT
REMARKS: 8. OTHER

Respectfuily submitted,
Professional Service Industries, Inc.

24355 Capitol Avenue

Detroit, Ml 48239

Phone: 313/255-4200



[ | . -
, [ ¢ L~ | Professional Service Industries, Inc.
- " L Michigan Testing Engineers Division

REPORT OF FIELD COMPACTION TESTS

TesTED FOR:  BASF Wyandotte Corporation PROJECT: Clay Capping Project
Accounts Payable Riverview, Michigan
P.Q. Box 250
Parsippany, New Jersey 07054

DATE: August 16, 1984 OUR REPORT NO.: 401-40092-4 (Page 5 of 5)
TEST DATA: 0pt1mum Moisture: 15.7%
T oare Gl A By owren. | o | pemeewr
hird
38| 8-16-84 Lift ] 117.2 18.8 108.5 92.5 A, C
Frird
39 8-16-84 Lift 1 117.2 20.0 99.5 100.0 A, - C
Third
40| 8-16-84 Lift ] 117.2 19.6 107.0 91.3 A, C
Tmird
4] 8-16-84 Lift ] 117.2 19.9 106.7 91.0 A, C
TEST LOCATION:
38! Retest #29
39| Retest #30
40| Retest #34
41| Retest #35
NOTES: DENSITIES SHOWN: Lbs. per cubic foot * 1. FILLMATERIAL A. TEST RESULTS COMPLY WITH SPECIFICATIONS
WATER CONTENT: Per Cent of dry weight 2. BACKFILL 8. RECOMPACTION REQUIRED
PERCENT COMPACTION: Based on maximum dry 3. BASE COURSE C. TEST IS AFTER RECOMPACTION
density obtained on sample indicated by 4. SUBBASE
soil ID number. 5. SOIL CEMENT
REMARKS: 6. OTHER
Respectfully submitted,
Professional Service Industries, Inc.
N .

24355 Capitol Avenue L4 Detroit, MI 48239 L Phone: 313/255-4200
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Professional Service Industries, Inc.
Michigan Testing Engineers Division

DAILY FIELD REPORT

TESTED FOR: BASF Wyandotte Corporation PROJECT: Clay Capping Project
Accounts Payable Riverview, Michigan
P.0. Box 250
Parsippany, New Jersey 07054

DATE: August 13, 1984 OUR REPORT NO.: 401-40092-3 (Page 1 of 3)
WEATHER: Fair
TEMPERATURE RANGE: 800 TO: 900
INSPECTOCR: M. Lelo

TYPE OF INSPECTION BEING PERFORMED

CONCRETE

X SOILS

BATCH PLANT

FOUNDATIONS

PLACEMENT (JOB SITE)

X CONTROLLED FIL . (COMPACTION)

ASPHALT . OTHER

BATCH PLANT

PLACEMENT (JOB SITE)

BRIEF RESUME OF WORK ACCOMPLISHED THIS DATE: Monitored laydown and compaction of second and third
lifts in small area near southeast corner of site. All 1lifts placed were approximately
eight (8) inches in thickness. The results of these tests were reported to client and
contractor in the fielc. See accompanying report for specific test results.

Respectfully submitted,
Professional Service Industries, Inc.

24355 Capitot Avenue L Detroit, Ml 48239 L Phone: 313/255-4200




- [ o X~ | Professional Service Industries, Inc.
r'o' Michigan Testing Engineers Division

REPORT OF FIELD COMPACTION TESTS

TESTED FOR:  BASF Wyandotte Corporation
Accounts Payable
P.0. Box 250
Parsippany, New Jersey 07054

PROJECT: Clay

Capping Project -

Riverview, Michigan

DATE: August 13, 1984 OUR REPORT NO.: 401-40092-3 (Page 2 of 3)
TEST DATA: Optimum Moisture: 15.7%
o e | ST fsool Teow | g | Tome | pemomn
Second
1 8-13-84 Lift 1 117.2 18.4 109.8 93.7 A
Second
12| 8-13-84 Lift 1 117.2 18.1 114.8 98.0 A
Second
13| 8-13-84 Lift 1 117.2 18.1 111.8 95.4 A
Second
-’ 14| 8-13-84 Lift 1 117.2 18.5 109.8 93.7 A
hird
15| 8-13-84 Lift 1 117.2 19.1 107.5 91.7 A ]
Third
16| 8-13-84 Lift 1 117.2 20.4 103.0 87.9 8, D
TEST LOCATION: L
1 Station 7.80 @ 9+20
12 | Station 7.60 @ 9+10
13 ] Station 6.50 @ 9+60
14 | Station 7.70 @ 8+80
15| Station 7.40 @ 9+20
16 | Station 7.70 @ 8+90
NOTES: DENSITIES SHOWN: Lbs. pe- cubic foot * 1. FILL MATERIAL A. TEST RESULTS COMPLY WITH SPECIFICATIONS
WATER CONTENT: Per Cent of dry weight 2. BACKFILL B. RECOMPACTION REQUIRED
PERCENT COMPACTION: Bzsed on maximum dry 3. BASE COURSE C. TEST IS AFTER RECOMPACTION
deinsity obtained on sample indicated by g. ggll':'LBCAES&ENT Moi SI_tur:e Content Exceeds
REMARKS: 50110 number 6. OTHER Specifications
Respectfully submitted,
‘e’ Professional Service Industries, Inc.
24355 Capitol Avenue ] Detroit, Ml 48239 ] Phone: 313/255-4200



Professional Service Industries, Inc.

‘b" a . L] . . . .
Michigan Testing Engineers Division
REPORT OF FIELD COMPACTION TESTS
TESTEDFOR:  BASF Wyandotte Corporation PROJECT: Clay Capping Project
Accounts Payable Riverview, Michigan
P.0. Box 250
Parsippany, New Jersey 07054
DATE: August 13, 1984 OURREPORTNO- 401-40092-3 (Page 3 of 3)
TEST DATA: Optimuym Moistyre: 15.7%
= : MAXIMUM IN PLACE -
ST T e G i I R B O R <
Third
17 | 8-13-84 Lift 1 117.2 20,4 100,85 85.8 B, D o]
Third
181 8-13-84 Lift 1 117.2 18.4 111.5 95.1 A
* | Third
19| 8-13-84 Lift 1 112.2 18.9 108.5 2.6 A, C
'
TEST LOCATION:
17 | Station 6.30 @ 8+50
18 | Station 6.10 @ 9+5Q
19 | Retest #17
NOTES: DENSITIES SHOWN: Lbs. pe- cubic foot 1. FILL MATERIAL A. TEST RESULTS COMPLY WITH SPECIFICATIONS
WATER CONTENT: Per Cent of dry weight 2. BACKFILL B. RECOMPACTION REQUIRED
PERCENT COMPACTION: Based on maximum dry 3. BASE COURSE C. Tﬁsr,us AFTER RECOMPACTION
density obtained on sample indicated by ¢ SusBAsE D. Moisture Content txceeds
REMARKS: soi : & OTHER Specifications
Respectfully submitted,
- Professional Service Industries, Inc.

24355 Capitol Avenue °

Detroit, Ml 48239

o Phone: 313/255-4200
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o ﬂg BY Professional Service Industries, Inc.
" L Michigan Testing Engineers Division

DAILY FIELD REPORT

TESTED FOR: BASF Wyandotte Corporation PROJECT: Clay Capping Project

Accounts Payable Riverview, Michigan
P.0. Box 250
Parsippany, New Jersey 07054

DATE: August 11, 1984 OUR REPORT NO.: 401-40092-2 (Page 1 of 2)
WEATHER: Fair
TEMPERATURE RANGE: 800 To: 880
INSPECTOR: M. Lelo

TYPE OF INSPECTION BEING PERFORMED

CONCRETE

SOWLS

BATCH PLANT

FOUNDATIONS

X CONTROLLED FiLL (COMPACTION) PLACEMENT (JOB SITE)

ASPHALT OTHER

BATCH PLANT

PLACEMENT (JOB SITE)

BRIEF RESUME OF WORK ACCOMPLISHED THIS DATE: Performed field density tests on 100 feet diameter
area that had been previously filled near northwest corner of site. Since no proctor
value was available for this material, no results could be reported in the field. A
sample of the material was returned to our laboratory for Proctor testing and the
results of todays compaction tests are shown on accompanying report.

Respectfuily submitted,
Professional Service Industries, Inc.

24355 Capitol Avenue . Detroit, M| 48239 . Phone: 313/255-4200



- e ) Professional Service Industries, Inc.
" — Michigan Testing Engineers Division

REPORT OF FIELD COMPACTION TESTS

TESTED FOR:  BASF Wyandotte Corporation
Accounts Payable
P.0. Box 250
Parsippany, New Jersey 07054

Capping Project

Riverview, Michigan

DATE: August 11, 1964 CURREPORTNO:  401-40092-2 (Page 2 of 2)
TEST DATA: QOptimum Moistyre: /5-72 -
ELEV. MAXIMUM IN PLAC -
o DATE oep MiMgER|  LABDRY CONTENT 2| compaomon COMMENT
—
Final
7 8-11-84 Grade 2 125.7 21.0 100.0 79.6 B, D
Final
8 8-11-84 Grade 2 125.7 19.9 104.3 83.0 B, D
Final
9 8-11-84 Grade 2 125.7 20.0 105.0 83.5 B D
Final
-’ 10| 8-11-84 Grade 2 1258.7 20.3 103.5 82.3 B, D
TEST LOCATION:
7 Station 1.00 8 3+30
8 Station 1.30 @ 3+J0
9 Station 1.70 @ 3+30
10 | Station 1.30 @ 3+70
NOTES: DENSITIES SHOWN: Lbs. per cubic foot * 1. FILLMATERIAL A. TEST RESULTS COMPLY WITH SPECIFICATIONS
WATER CONTENT: Per Cen- of dry weight 2. BACKFILL B. RECOMPACTION REQUIRED
PERCENT COMPACTION: Based on maximum dry 3. gagg Egeunss C. TESTIS AFTER RECOMPACTION
i i % indicated b 4, ;
gﬁﬂﬁﬁﬁa:dmwammemdmme Y 5. SOIL CEMENT D. M°S1F“Ye antents Exceeds
REMARKS: 6. OTHER - Specifications
Respectfully submitted,
Professional Service industries, Inc.
N’
24355 Capitol Avenue ° Detroit, Ml 48239 L4 Phone: 313/255-4200
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- 22542 ] Professional Service Industries, Inc.
‘U Michigan Testing Engineers Division
DAILY FIELD REPORT
TESTED FOR: BASF Wyandotte Corporation PROJECT: Clay Capping Project
Accounts Payable Riverview, Michigan
Post Office Box 250
Parsippany, New Jersey 07054
DATE: August 10, 1984 OUR REPORT NO.: 401-40092-1
WEATHER: Sunny
TEMPERATURE RANGE: 800 TO: 900
INSPECTOR: Mike Lelo
TYPE OF INSPECTION BEING PERFORMED
) "1 4 X
\ soiLs CONCRETE
FOUNDATIONS BATCH PLANT
X_ CONTROLLED FILL (COMPACTION) __ PLACEMENT (JOB SITE)
ASPHALT OTHER
BATCH PLANT
PLACEMENT (JOB SITE)
BRIEF RESUME OF WORK ACCOMPLISHED THIS DATE: Montiored placement of compaction of first layers of
clay capping material in the small area near S.E.corner of site. The clay was placed in
1ift thickness of approximately eight (8) inches. Contractor and client were notified
of all test results prior to leaving the site. See accompanying report for specific
test results.
N’ Respectfully submitted,

Professional Service Industries, Inc.

24355 Capitol Avenue L Detroit, M| 48239 L Phone: 313/255-4200




Professional Service Industries, Inc.

N ~ )
‘U L] Michigan Testing Engineers Division
REPORT OF FIELD COMPACTION TESTS
_ BASF Wyandotte Corporation . Clay Capping Project
TESTEDFOR:  accounts Payable PROJECT: Riverview, Michigan
Post Office Bcx 250
Parsippany, New Jersey 07054
DATE: August 10, 1984 OURREPORTNO:  401-40092-1 (Page 2 of 2)
TEST DATA: Optimum Mositure: 15.7%
TS oure gl e B 14 o | Tew | gemoma comuen *
First
] 8-10-84 Lift 1 117.2 18.6 110.0 93.9 |A
First
2 8-10-84 Lift 1 117.2 19.6 104.5 89.2 |B-
First
3 8-10-84 Lift ) 117.2 20.2 101.5 86.6 {B
First
4 8-10-84 Lift ] 117.2 19.5 106. 3 90.7 |AC
W-( First
15 8-10-84 Lift ) 117.2 18.0 109. 8 93.7 1A
First
6 8-10-84 Lift ] 117.2 19.2 107.0 91.3 |AC
TEST LOCATION:
1 Station 5.30 at 9+30
2 Station 5.70 at 8+60
3 Station 7.00 at 9-00
4 Retest #3
5 Station 8.00 at 9+00
6 Retest #2
NOTES: DENSITIES SHOWN: Lbs. pe- cubic foot 1. FILL MATERIAL A. TEST RESULTS COMPLY WITH SPECIFICATIONS
WATER CONTENT: Per Cent of dry weight 2. BACKFILL B. RECOMPACTION REQUIRED
PERCENT COMPACTION: Based on maximum dry 3. BASE COURSE C. TEST IS AFTER RECOMPACTION
density obtained on sample indicated by 4, SUBBASE
S0l ID number. 5. SOIL CEMENT
REMARKS: 6. OTHER
Respectfuilly submitted,
s Professional Service Industrias, Inc.
‘lpu

24355 Capitol Avenue

Detroit, Ml 48239

Phone: 313/255-4200





